M/B vs. Slot 1 CPU

Date:Mar.21, 01'

Model : GA||6VX-4X|6VXE+ 6WMM 6W?<M
Series | series

PCB rev. 1.1 4.0 1.3 1.3

BIOS ver. F1 F6 F3 F5

\Vender Model Ratio| FSB
Intel Pentium® Il 233 (Klamath) 35 | 66 OK OK OK OK
Intel Pentium® Il 266 (Celeron) 4 66 OK OK OK OK
Intel Pentium® Il 266 (Klamath) 4 66 OK OK OK OK
Intel Pentium® 1l 300 (Celeron) 45 | 66 OK OK OK OK
Intel Pentium® Il 300 (Klamath) 45 | 66 OK OK OK OK
Intel Pentium® Il 300A (Celeron) 45 | 66 OK OK OK OK
Intel Pentium® Il 333 (Celeron) 5 66 OK OK OK OK

Intel Pentium® Il 333 (Deschutes) 5 66 OK OK OK OK

Intel Pentium® Il 350 (Deschutes) 3.5 | 100 OK OK OK OK

Intel Pentium® Il 400 (Deschutes) 4 | 100 OK OK OK OK

Intel Pentium® Il 450 (Deschutes) 4.5 | 100 OK OK OK OK
Intel Pentium® Il 450 (Katmai) 4.5 | 100 OK OK OK OK
Intel Pentium® Il 500 (Katmai) 5 | 100 OK OK OK OK
Intel Pentium® Il 533 (Katmai) 4 | 133 OK OK OK OK
Intel Pentium® Il 550 (Katmai) 5.5 | 100 OK OK OK OK
Intel Pentium® Il 600 (Katmai) 6 | 100 OK OK OK OK
Intel Pentium® Ill 600 (Katmai) 45 | 133 OK OK | Ready | Ready

Intel | Pentium® Ill 600 (Coppermine) | 4.5 [ 133 | OK OK | Ready [ Ready

Intel Pentium® Ill 667 (Coppermine) 5 | 133| OK [Ready| Ready | Ready

Intel Pentium® Il 733 55 [ 133)] OK [Ready| Ready | Ready




